
   

 

BENTONE®  NP-10 

Rheological Additive for Petroleum and Vegetable Inks 

NOTE: The information herein is currently believed to be accurate.  We do not guarantee its accuracy.  Purchasers shall not rely on statements herein when 
purchasing any products.  Purchasers should make their own investigations to determine if such products are suitable for a particular use.  The products 
discussed are sold without warranty, express or implied, including a warranty of merchantability and fitness for use.  Purchasers will be subject to a separate 
agreement which will not incorporate this document.  
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North America  

Elementis 
469 Old Trenton Road  
East Windsor  
NJ 08512, USA  
Tel.: +1 609 443 2500 
Fax: +1 609 443 2422 

Europe 

Elementis UK Ltd. 
c/o Elementis GmbH 
Stolberger Strasse 370 
50933 Cologne, Germany 
Tel.: +49 221 2923 2066 
Fax: +49 221 2923 2011 

Asia 

Deuchem (Shanghai) Chemical Co., Ltd. 
99, Lianyang Road 
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Tel.: +86 21 5774 0348 
Fax: +86 21 5774 3563 
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GENERAL INFORMATION 

BENTONE NP-10 rheological additive is a high- 
efficiency, easy-to-use organoclay. It is an ideal 
rheological additive for inks formulated with 
petroleum/vegetable oils and low polarity solvents. 

CHEMICAL & PHYSICAL PROPERTIES 

Composition 
organically modified 

bentonite clay 

Colour / Form off-white / powder 

Density 1.7g/cm3 

Moisture 3 % max 

These are typical properties not to be used for specification 
purposes. 

APPLICATIONS 

Paste Inks including:  

 Heatset web offset  

 Sheetfed 

 Coldset  

 Letterpress  

 News Inks 

KEY PROPERTIES 

 High gelling efficiency over wide range of low 

polarity oils 

 Ease of dispersability 

 Reduces misting 

 Can be added directly to ink 

 

 

 

 

INCORPORATION 

Only high-shear dispersion, such as a Cowles 
blade, is needed to achieve the full efficiency and 
dispersion of BENTONE NP-10 product.   

It is recommended to add a polar activator such as 
water at 20-30 % based on the amount of 
BENTONE NP-10 to improve dispersion and gelling 
properties of the product. Water is added to the ink 
after the organoclay is mixed in 5 minutes.   

LEVELS OF USE 

Typical use levels of BENTONE NP-10 range from 
1 - 4 % by weight.   

 HEALTH AND SAFETY 
Before using this product please consult our Safety 
Data Sheet (SDS) for information on safe handling 
and storage. The SDS can be found on the 
company website. 

STORAGE RECOMMENDATIONS 

Keep bags sealed and dry. Do not stack pallet more 
than two high. Do not store in moist area or under 
wet conditions. Moisture may cause excessive 
lumping.   

SHELF LIFE 

BENTONE NP-10 has shelf life of 4 (four) years 
from the date of manufacture. 

QUALITY ASSURANCE 

Since 1992 the company is a holder of the ISO 
9001 / ISO 9002 certificates, which guarantees that 
all operations are conducted according to the 
stipulated standards. 
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